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15” Industrial Panel PC Comparison Chart

Models

Processor

Memory

Display

HDD Drive Bay

Slim-type Drive Bay

Front Panel Protection

Touch Screen

Expansion Slot

Dimensions

BSS Since 1986
Broadax Systems, Inc.

Intel® Pentium® 4, S-775 800FSB

DDR 400MHz up to 2GB

15” 1280 x 1024 LCD
400:1, 300cd/m²

2 x 3.5” SATA/IDE Removable HDD

1 x FDD, 1 x Optical

Aluminum, IP 65

1 x PCI slot, 1 x CF type II socket

Optional 5-wire Resistive

16.14" x 12.16" x 5.43"(W x H x D)

PMS-5250R

Intel® Pentium® III

SDRAM memory up to 512MB

15” 1280 x 1024 LCD
500:1, 300cd/m²

1 x 3.5” IDE

1 x FDD, 1 x Optical

Aluminum, IP 65/ NEMA 4/12

Optional
ISA x 2 + PCI x 1 or PCI x 2 + ISA x 1

8-wire Resistive

17.05" x 14.09" x 3.59"(W x H x D)

PMS-6000A

Intel® Pentium® 4, S-478 533FSB

DDR 333MHz up to 2GB 

15” 1024 x 768 LCD
400:1, 350cd/m²

1 x FDD, 1 x Optical

Aluminum, IP 65

2 x 2.5” SATA

1 x PCI slot, 1 x CF type II socket

Optional 5-wire Resistive

16.14" x 12.16" x 4.33"(W x H x D)

PMS-5150R

Intel® Celeron M

SO-DIMM memory up to 1GB

15” 1024 x 768 LCD
250cd/m²

N/A

NEMA 4/IP 65 Compliant 

1 x 2.5” IDE

1 x MINI PCI slots, 1 x CF type II socket

5-wire Resistive

14.37"x 12.53" x 4.86"(W x H x D)

PMS-7065

Intel® Core™2 Duo / Core™ Solo

2 x 240-pin DDR2 DIMM up to 3GB

15” 1024 x 768 LCD
260cd/m²

1 x Optical

Industrial-grade plastic, IP 65

SATA 2 x 3.5” or 2 x 2.5”

2 PCI slots, 1 x CF type II socket

Resistive Type

16.54"x 13.19" x 9.14"(W x H x D)

PMS-1153

Intel® Pentium® 4

DDR 333 memory up to 1GB

15” 1024 x 768 LCD
250cd/m²

1 x 3.5” SATA

1 x FDD, 1 x Optical

IP 65 Compliant

ELO Resistive

2 x PCI slots, 1 x CF type II socket

16.37"x 14.17" x 5.42"(W x H x D)

PMS-4000R

Intel® Pentium® 4

DDR memory up to 1GB

15” 1024 x 768 LCD
260cd/m²

1 x 3.5” IDE

1 x Optical

NEMA 4/IP 65 Compliant 

5-wire Resistive

2 x PCI slot, 1 x CF type II socket

17.72"x 14.37" x 5.35"(W x H x D)

PMS-6001
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Intel® Celeron® M ULV 1.0GHz

DDR 200-pin SO-DIMM up to 1GB

15” LCD

1 x Optical

Aluminum, IP 65

1 x 2.5” HDD & 1 x IDE CF slot

1 x PCI slots

Resistive Type

15.75"x 11.81" x 4.63"(W x H x D)

PMS-7505
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BSS Since 1986
Broadax Systems, Inc.

Intel® Core™2 Duo/ Core™ Duo/ Core™ Solo

2 x 240-pin DDR2 DIMM max. up to 3G

15” 1240 x 768 LCD
260cd/m²

IDE/SATA  1 x 3.5” or 1 x 2.5”

None

Industrial-grade plastic, IP 65

None

Resistive Type

16.54" x 13.2" x 3.4"(W x H x D)

PMS-6005

Intel® Celeron® processor 650MHz

DDR  up to 1GB 

15” 1024 x 768 LCD
400:1, 350cd/m²

1 x FDD, 1 x Optical

Aluminum, IP 65

1 x 2.5” SATA

1 x Mini PCI Slot, 1 x PCI (optional)

Optional 8-wire Resistive

16.14" x 12.16" x 4.33"(W x H x D)

PMS-9150


