
AFL-W19 19" Wide Screen
Industrial Panel PC

 

Features Highlight  

 

19" Wide Screen Touch Panel PC
Supports Intel Atom N270 1.6GHz
Processor 
(AFL-W19A/B-N270)
Supports Intel Mobile Core 2 Duo
Processor 
(AFL-W19A/B-GM45)
Built-in HDMI and VGA (AFL-
W19A/B-GM45)
Built-in IEEE802.11b/g/n and
Bluetooth Wireless Module
Built-in 1.3M Pixel Front Camera
with Low Light Function
Optional HSDPA Module for
Mobile Connection
IP64 Compliant Front Bezel

 

The AFL-W19 is a fully integrated panel PC with a 19" wide
screen splash proof touchscreen monitor. It is excellent for a
broad range of multimedia applications requiring ease of use
and convenient installation, wireless features, and exceptional
durability.

The AFL-W19 is designed with an Intel Atom or Celeron M/Core
2 Duo processor, the AFL-W19 delivers high-end graphics
capabilities as well as integrated audio speakers at a low-power
consumption. Also, it features in data transfer speed over USB
2.0 and FireWire. Having support for both a 2.5" HDD and CF
slot, dual GbE LAN, wireless and Bluetooth interfaces, and an
industrial-grade LCD touchscreen, the AFL-W19 presents the
customer with a wide variety of uses. The unit comes standard
with VESA mounting holes, and can be installed virtually in any
environment without being limited by the threat of dust, dirt, or
water damage
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AFL-W19 19" Wide Screen
Industrial Panel PC

 

Item No. AFL-W19A-ATOM AFL-W19B-ATOM AFL-W19A-GM45 AFL-W19B-GM45

Front Bezel ABS + PC Plastic front frame IP64

LCD Size 19" 16:10 wide screen display

Touch Screen Resistive Type 5-Wire (Touch controller IC is on board)

Resolution 1440 x 900 pixel

Brightness 300(cd/m²)

Contrast Ratio 850:1 1000:1

LCD Color 16.2M

Pixel Pitch(mm) 0.285(H) x 0.285(V)

Backlight MTBF 50,000 hrs

Viewing Angle(H/V) 160/160 170/160

Chipset Intel 945GSE + ICH7M Intel® GM45 Chipset + ICH9M

CPU Processor Intel® Atom process N270 1.6GHz CPU
Intel® Celeron M 575 2.0Ghz CPU

Intel® Core 2 Duo T7500 2.2GHz CPU

System Memory
Supports one 400MHz or 533MHz

DDRII SO-DIMM(2GB Max.)

Supports two 667MHz or 800MHz

DDRII SO-DIMM(4GB max.)

I/O Connector

1 x RS232 COM Port

1 x RS-232/422/485 COM port

2 x RJ-45 for Giga LAN

4 x USB 2.0

1 x Power Switch

1 x Reset Button

1 x Audio Port

1 x VGA Port

1 x Power Jack

1 x RS-232 COM port

1 x RS-232/422/485 COM port

2 x RJ-45 for Giga LAN

4 x USB 2.0

1 x Power Switch

1 x Reset Button

1 x HDMI port

1 x Audio port

1 x VGA port

1 x Power Jack

1 x RS-232 COM port

1 x RS-232/422/485 COM port

2 x RJ-45 for Giga LAN

6 x USB2.0(2 on the side)

1 x Power Switch

1 x Reset Button

1 x HDMI port

1 x Audio port

1 x VGA port

1 x Power Jack

SSD CompactFlash™ type II

Drive Bay 1 x 2.5" SATA HDD bay
1 x 2.5" SATA HDD bay

1 x slim type ODD bay
1 x 2.5" SATA HDD bay

1 x 2.5" SATA HDD bay

1 x slim type ODD bay

Optional HSDPA Module (support

GSM 850, EGSM 900, DCS 1800 & 1900)
1 x HSDPA Mobile Module (USB Interface) (Optional)

Wireless Connection
1 x Wireless Lan 802.11 b/g/n Module (internal PCIe mini card interface)

1 x Bluetooth Function (internal USB interface, Bluetooth V2.0)

Audio
AMP 1.5W + 1.5W 

(internal speaker)

AMP 3W + AMP 3W

(internal speaker)

AMP 1.5W + 1.5W 

(internal speaker)

AMP 3W + AMP 3W

(internal speaker)

Camera Module 300K pixel camera (with low light function) and Digital Microphone

Watchdog Timer Software programmable supports 1~255 sec. System reset

Power Supply
84W Power Adapter

Input: 90VAC~264VAC, 50/60Hz,  Output: 12VDC

150W Power Adapter

Input: 90VAC~264VAC, 50/60Hz,  Output: 12VDC

Power Consumption 55W 61W 88W 95W

Membrane Keypad

LCD On/Off, Brightness

Down/Up, Volume Down/Up,

Lock, Ambient Light Sensor

On/Off (7 keys)

LCD On/Off, Brightness Down/Up,

Volume Down/Up(5 keys)

LCD On/Off, Brightness Down/Up,

Volume Down/Up,

Lock, Ambient Light Sensor On/Off(7

keys)

LCD On/Off, Brightness Down/Up,

Volume Down/Up(5 keys)

Infrared Remote Control

LCD On/Off, Brightness

Up/Down, Volume Up/Down,

System On/Off, Ambient Light

Sensor On/Off

N/A

LCD On/Off, Brightness Up/Down,

Volume Up/Down,

System On/Off, Ambient Light

Sensor On/Off

N/A

Ambient Light Sensor Yes N/A Yes N/A

Mounting Panel, Wall, Stand and Arm VESA 100mm x 100mm

Operation Temperature
32ºF ~104ºF (0°C ~ 40ºC) With HDD

14ºF ~ 122ºF (-10°C ~ 50 ºC) With CF Card or SATA interface 2.5" SSD HDD

32ºF ~104ºF (0°C ~ 40ºC) With

HDD

32ºF ~ 122ºF (0°C ~ 50 ºC) With

CF Card or SATA interface 2.5" SSD

HDD

Storage Temperature -4ºF ~ 140ºF (-20º ~ 60°C)

Dimensions(WxH xD)
18.7" x 10.2" x 2.56" 

(475 x 259 x 65 mm)

18.7" x 10.2" x 3.31" 

(475 x 259 x 84 mm)

18.7" x 10.2" x 2.56"

(475 x 259 x 65 mm)

18.7" x 10.2" x 3.31"

(475 x 259 x 84 mm)

Weight 12.78 lbs(5.8 kg) 13.66 lbs(6.2 kg) 12.78 lbs(5.8 kg) 13.66 lbs(6.2 kg)

EMC CE / FCC / CB / CCC

Specifications  
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AFL-W19 19" Wide Screen
Industrial Panel PC

 

Detail Views  

 

AFL-W19A-ATOM
AFL-W19B-ATOM 
AFL-W19A-GM45
AFL-W19B-GM45 
Industrial Panel PC Front View

1. 300K pixel camera
(with low light function)

AFL-W19A-ATOM
AFL-W19B-ATOM 
Industrial Panel PC I/O View

1. Power Switch
2. Membrane Keypad
3. 12V DC Input
4. 1 x RS232, 1 x RS-

232/422/485 COM Ports
5. 2 x RJ-45 for Giga LAN
6. 4 x USB 2.0 Ports
7. Speaker (Line-out)
8. 1 x VGA Port
9. VESA 100 Mount Holes

AFL-W19B-ATOM 
Industrial Panel PC Rear View

1. Slim type optical disk driver
(AFL-W19B-ATOM Only)
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AFL-W19 19" Wide Screen
Industrial Panel PC

 

Detail Views  

 
AFL-W19A-GM45
AFL-W19B-GM45 
Industrial Panel PC I/O View

1. Power Switch
2. Membrane Keypad
3. 12V DC Input
4. 1 x RS232, 1 x RS-

232/422/485 COM Ports
5. 2 x RJ-45 for Giga LAN
6. 4 x USB 2.0 Ports
7. 1 x HDMI
8. Speaker (Line-out)
9. 1 x VGA Port

10. VESA 100 Mount Holes

 
AFL-W19B-GM45 
Industrial Panel PC I/O View

1. Slim type optical disk driver
(AFL-W19B-GM45 Only)

2. 2 x USB2.0 on the side 
(AFL-W19B-GM45 Only)

AFL-W19A-ATOM
AFL-W19B-ATOM 
AFL-W19A-GM45
AFL-W19B-GM45 
Industrial Panel PC Rear View

1. System On/Off
2. LCD On/Off
3. Volume
4. Ambient Light Sensor On/Off
5. Brightnes
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AFL-W19A 19" Wide Screen
Industrial Panel PC

 

Mechanical Drawing  
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AFL-W19B 19" Wide Screen
Industrial Panel PC

 

Mechanical Drawing  
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